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Finishing (continued)

COLORPLUS® PRODUCTS WITH PROTECTIVE LAMINATE SHEET

When installing Hardie Tm® 5/4, 4/4 boards with ColorPlus® Technology, leave the
protective laminate sheet on the board during cutting and installation. To install HardieTrim
5/4, 4/4 boards with ColorPlus® Technology, first fasten the trim using a finish nailer with
the nails driven through the laminate sheet. Using a touch-up pen that matches the color
of the trim, cover up the nail heads through the laminate sheet at the point of entry. After
the nailing and touch-up are complete, remove the protective laminate sheet.

. General
Working Product
Safely Information

Tools for
Cutting and
Fastening

When installing other products such as HardiePlank® Lap Siding and HardiePanel® Vertical Siding with ColorPlus®
Technology, leave the protective laminate sheet on the board during cutting and installation. Once the product is installed the
laminate sheet should be removed.

General
Installation
Requirements

CAULK

James Hardie recommends the use of caulks and sealants that remain permanently flexible. Look for the words
“permanently flexible” written clearly on the label or in the accompanying literature.

General
Fastener
Requirements
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Maintenance

For best results, use an Elastomeric Joint Sealant complying with ASTM C920 Grade NS, Class 25 or higher, or a Latex
Joint Sealant complying with ASTM C834. Caulking/sealant must be applied in accordance with the caulking/sealant
manufacturer’s written instructions or ASTM C1193.

James Hardie does not warrant and does not accept liability for the appearance or the performance of field-applied
caulks and sealants.

HardieWrap®

REPAIR PATCHING

Boards/Battens Weather Barrier

HardieTrim®

Dents, chips, cracks and other minor surface damage in James Hardie primed siding and trim products can be filled
with cementitious patching compound except on ColorPlus.

BACK PRIMING/BACK SEALING

James Hardie does not require any of its siding products to be back sealed or back primed prior to installation in the field.

HardieSoffit®
Panels

MAINTENANCE

The extent and nature of maintenance will depend on the geographical location and exposure of the building. As a
guide, it is recommended that normal maintenance tasks shall include but not be limited to:

HardiePlank®
Lap Siding

¢ \Washing down the exterior surfaces every 6 to 12 monthswith @ Cleaning out gutters, blocked pipes, and overflows as

HardieShingle®
Siding

a garden hose or low pressure water spray to dirt and debris.* required.
e 2 ) L , , , )
§§ ® Re-applying of exterior finishes.* ¢ Pruning back vegetation that is touching the
S5 s . . building. Clearance between the siding and shrubs is
B ¢ Maintaining the exterior envelope and connections
s : S : : recommended.
including joints, penetrations, flashings, and sealants
- (caulking) that may provide a means of moisture entry e Ensuring required external ground clearances and
5 g beyond the exterior cladding. drainage slopes are maintained.
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A High pressure water blasts (e.g. pressure washers) and sand blasting will damage the surface of fiber-cement.
5 James Hardie does not recommend these methods of cleaning. Low pressure water spray, or a medium bristle
g (nonmetal) brush are more suitable for cleaning fiber cement products.
o>
w o
Z;‘;’ *Refer to your paint manufacturer for washing and recoating requirements related to paint performance. James Hardie Products with ColorPlus

Technology can be cleaned using water and a soft brush or rag. For stubborn dirt or stains, a mild detergent and a soft brush may be used.
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